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Connection Layout of Electronic Speed Controllers 
 
If you are experiencing connection problems with your receiver / speed controller setup, please check the following photos and ensure 
that the colour coding of wires and positioning of plugs is exactly as shown - plugs that are turned through 180 degrees (i.e. yellow 
wire where black wire should be etc) will not function. 
 
Acoms or Carson Receiver with Tamiya Electronic Speed Controller 
 

 
Carson Receiver is the same - ignore any channel sockets numbered 3-6 - they are not used. 
 
Please note that it is necessary to trim the small lug off the side of the connecting plug before plugging the Tamiya ESC into the Acoms 
receiver.  Note orientation of wires.  Lead from ESC goes into Channel 2, lead from Steering Servo into Channel 1. The RED plug goes 
into the right hand two pins on the BATT socket and is the lead that comes from the ESC.  You do not need to use the separate on/off 
switch or battery holder that may come with some radios. 
 
 
Acoms or Carson Receiver with Mtroniks Electronic Speed Controller 
 

 
Carson Receiver is the same - ignore any channel sockets numbered 3-6 - they are not used. 
 
Note orientation of wires.  Lead from ESC goes into Channel 2, lead from Steering Servo into Channel 1. NOTHING is plugged into the 
BATT socket (power is provided down the other lead).  You do not need to use the separate on/off switch or battery holder that may 
come with some radios. 



 
Etronix Receiver with Tamiya Electronic Speed Controller 
 

 
 
Note orientation of wires.  Lead from ESC goes into Channel 2, lead from Steering Servo into Channel 1. The RED plug goes into the 
right hand two pins on EITHER the VCC or CH3 socket (Note on some receivers it will only work in one or the other and you may need 
to try both) and is the lead that comes from the ESC.  You do not need to use the separate on/off switch or battery holder that may 
come with some radios. 
 
 
Etronix Receiver with Mtroniks Electronic Speed Controller 
 

 
 
Note orientation of wires.  Lead from ESC goes into Channel 2, lead from Steering Servo into Channel 1. NOTHING is plugged into the 
VCC or Channel 3 / Bind socket (power is provided down the other lead).  It MAY be necessary to rebind the receiver if nothing 
happens - instructions in the manual.  You do not need to use the separate on/off switch or battery holder that may come with some 
radios. 
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